
Data Logging Measurement System 
with SMART SENSOR TECHNOLOGY™

Packaging

Flat loading light weight resin case with

pull handle and wheels.  Rigid interior

foam fitted for Temperature and Air Velocity

Sensor Array lengths of 300mm (11.8") to

1200mm (47.25").

• Data Logger

• Charger, Cables and Gloves

• 40mm Thermal Barrier

• Product Probes

• Two of the following:

- Heat Flux Sensor

- R&D Smart Sensor

- Humidity Sensor

- Temperature Interface

- Product Probe Interface

Protecting your SCORPION® 2 investment during travel and storage is extremely 

important and easily done with our full line of Custom Cases.  Whether you’re traveling

with the equipment, shipping the equipment, transporting the equipment within a 

factory or simply storing it for a time, you will fully appreciate these custom cases. 

Top loading light weight resin case with retractable pull handle and wheels.  Rigid interior

foam fitted for SCORPION® 2 Base Packages which can include:

Flat loading aluminum frame case with pull handle and wheels.

Rigid interior foam fitted for Temperature and Air Velocity Sensor

Array lengths of 1500mm (59.1") to 2000mm (78.75").

7 Corporate Boulevard • Sinking Spring, PA 19608 USA • Ph: 610-678-5890 • Fax: 610-693-6262 • E-mail: info@readingthermal.com • www.readingthermal.com


